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Product Overview

Technical Specifications
FCC, CE, WEEE, IC, EN12830, and RTCA/ DO-160G
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Configuration

1.	 Software Configuration
If you want to use CSafe software to configure logger, please download from www.csafeglobal.com,  
then install and open the software. Connect the logger to USB port of computer, wait until “     ” shows on 
LCD screen of the logger. Software will connect and sync the logger automatically, user can then start 
configuring device.
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Operations

1.	 Start Mode
•	 Manual start: Press and hold button for 5 seconds to start recording. If you set 

Start Delay, logger will start recording after delay time elapses. 
•	 Auto start: Logger will start recording automatically or on specific date/time 

configured by user, 2 options are available:
- If you set Immediate Start, logger will start recording immediately after 
removing it from the computer. 
- If you set Timing Start, logger will start recording automatically on the 
scheduled date and time.

If logger starts normally, green LED light will blink once every 10 seconds; If 
alarm is triggered, green LED light will STOP and red LED light will blink once 
every 10 seconds.

2.	 Mark Events
•	 During recording, if you want to mark events, please double click the button to 

mark current temperature and time. 
•	 A maximum of 10 marks are available for adding. 
•	 If you add a mark successfully, LCD screen will display “Mark”,  

“current mark numbers” and “SUC”. 

3.	 Stop Recording
•	 Manual stop: Press and hold button for 5 seconds to stop recording. 
•	 Auto stop: If you set “Stop by” button to “off “, the logger will stop 

automatically when it reaches the maximum storage points. 

4.	 Download Data
•	 CSafe Software: Open CSafe Software, connect logger to computer, wait 

until LCD screen shows “U” to indicate USB connection has been established 
successfully between the logger and computer. 

All data should automatically be loaded to CSafe Software for users to view 
and analyze. If auto load fails, please click “Read Data” on CSafe to manually 
establish connection. 

•	 Without Software: Logger has automatic PDF report generation function. If you 
cannot use software, please connect the logger to computer, wait until LCD 
screen displays “U” Navigate to the removable storage disk named “CSafe”. 
There will be PDF report inside the disk, the report can be viewed or saved. 
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Indication Instructions

1. Other LCD Page Indications
A single click on the button allows browsing each LCD page. 

2. Meaning of LED Blinks
Single click the button, LED light will blink and you may check logger status based on it. 

Important!
•	 Please read this User Manual carefully before you use data logger.  

Please store the data logger under room temperature. 
•	 The logger can NOT be re-configured once you start it. 
•	 If battery indicator icon on LCD screen only displays half of the icon, please do not use the logger for 

long-distance transport. 61 You do NOT need to stop logger for data viewing. Just connect logger to 
computer and open the temporarily generated PDF report 

•	 The LCD screen will turn off automatically after 15 seconds of inactivity. Just a single click on the    
button can light up the screen. 

•	 Logger should avoid contact with unstable chemical solvents or other organic compounds,              
especially should avoid long-term storage or exposure to environment that contains high              
concentrations of ketene, acetone, ethanol, isopropanol, toluene etc. 

•	 The data logger is ideal to monitor and record temperature during storage and transportations for 
pharmaceuticals and other products. It can be used widely in all parts of warehousing, logistics and 
cold chain.


